
HLCA 6270 HLCA 8270 HLCA 10500

 Pump type
Twin cylinder 

full-cast-iron pump 
(CA1)

Twin cylinder 
full-cast-iron pump 

(CA1)

V-style twin cylinder 
full-cast-iron pump 

(CA2)

 Displacement 18.7 CFM (530 L/min) 24.7 CFM (700 L/min) 37.3 CFM (1056 L/min) 49.5 CFM (1400 L/min)

 Motor Size 5.5 hp 7.5 hp 10 hp

 Tank Size 270 L 270 L 500 L

 Max. Pressure 11 bar (158 psi) 11 bar (158 psi) 11 bar (158 psi)

 Pump speed 688 rpm 908 rpm 685 rpm

 Noise Level LpA@ 1m 84 dB(A) 87 dB(A) 87 dB(A)

 Weight 214 kg 239 kg 358 kg

 Dimension (LxWxH) 1500 x 530 x 1210 mm 1500 x 530 x 1210 mm 1920 x 600 x 1340 mm 1920 x 600 x 1340 mm

Piston Compressors
3 Phase | HLCA Industrial Series
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Committed to the best service in the industry, since 1979.
0800 274 247   

HLCA Industrial Series - Driven by 
technology, Designed by experience 
Discover what happens when a passion for technology is fused with hands-on 

industrial experience. The HLCA Industrial Series is the exact machine you need 

for your heavy duty workshop. Return on investment is ensured, while your 

carbon footprint shrinks. And, because we stay close to our customers, we’re 

one step ahead when your needs change.

Perfect for

Features
• Reliable & durable

• Low wear & tear

• European manufactured                      

• Full cast-iron

• Heavy duty

• Low speed

• Tyre shop/ garage

• Automotive work

• Heavy duty workshop

Technical Data


